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FOR YOUR SAFETY AND CORRECT INSTALLATION

• 

• 
 

• 
• 

WARNING: 

• 

• 

• 

• 

• 

●   .

●   
and opens 

●   The door can be installed without the use of tools. 

ABOUT THE PRODUCT
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※ / door
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SPECIFICATIONS

FD25SP OUTSET SLIDING DOOR SYSTEM
Part No. 

・ 

installation quality.
・ ℃ .
※１ 
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№ ⑨ ⑩
Door stopper

2 pcs

№ ① ② ③ ④ ⑤ ⑥ ⑦ ⑧

Upper track （Includes hex nuts M4） Side cover Stopper plate Screw for 
stopper plate

Soft closer Upper roller

2 / set  ( 2 pcs 4 pcs 2 pcs

№ ⑪ ⑫ ⑬ ⑭ ⑮ ⑯

Cover cap Door stopper
set for wall Spanner

Countersunk head 

3.5× ･･････4 pcs

Included:
 

4×  ･･････････ 3 pcs

COMPONENT PARTS

Countersunk head 

Countersunk head 

 Screws for stopper plate are attached to ③ above. 
3.5× ・・3 pcs 3.5× ・・3 pcs

screw
3.5×25 ･････ 3pcs

Countersunk head 
×

 ･･････････ 3pcs

 
3.5×  ･･････
Countersunk head 

3.5×  ･･････
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【　】  ⑪ Cover cap

〈　〉  ⑮

INSTALLATION DRAWING EXAMPLE

8

20

6

30
14

3

12 15
10

11.5
23.5

38

3.2

58

15

⑬

⑩

6

28

30 19.5

13

59

2× 5.3 10.5CSK
5.5 9.5 ellipse hole 10.5 14.5 Spot facing

45【47】+1
0

47
.5

16

R

12〈15〉

+1 0

+0.5
0

+1
0

15〈
17
〉+

1 0

25

Overlap DK

4

10

11.5

14
Door stops here 
when closed.

Door tip position when 
door is fully opened

Opening frame

Door width DW

Margin DN

41

403.5

⑧②①⑦
④⑤

③
⑧

Door stops here 
when opened.

10

④⑤

10
MIN. 20

DW-297【DW-299】※

4.5 
Process hole for trigger.　

MIN. 20
10

Rail length

DW×2-DK-DN

5 9CSK

5 9CSK

Rail pitch 300

147※

4.5 Process hole for trigger.　

⑥②

3.6

7
62.5

15

35.5

Screw 4×40 (included in ①）
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(7) Door 
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Trailing edge

Opening frame

③

⑨ 51

⑬Guide rollerset for wall
（Option） is used.

Leading edge Trailing edge

Door

※
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Cutting plane

5 9 CSK 10

10

Trigger mounting hole
2× 4.5

Make sure to drill a hole in 
the directcenter of the rail.

〃 〃

4.5

Door open position +147

Door open position + Door thickness DW-297
 (+ door unclose DN)

Leading edge

INSTALLATION PROCEDURE

VIDEO
LINK

PREPARATION AND INSTALLATION1

3.

1.

4.

2.

6.

Casing❷
⑥⑦
Main unit

Pull out casing

❶ Open the release lever

Without verification the self closing feature may fail. 
 Caution

Trigger catcher
(Red colored part)

6

Improper set position

Trigger catcher
(Red colored part)

Correct set position
OK
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Countersunk head tapping screw 4×40
(included in ①)

①Upper track

8.

7.
❶ to ❹ with care of direction.

 

Do not insert closer into

it will not function 
properly.

 

❶Bumper Block

❷Soft closer (two-way)

❹Bumper Block

①Upper track

Leading edge

Trailing edge

❸Upper roller

⑧Bumper Block

Nut M4
(included in ②)

②Trigger for outset

②Trigger for outset

OK
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2

❶

❷Insert the upper roller until it clicks.

❸
●  point of soft 

tion.

Support 10 mm
(To be removed after hanging)Protruding part

⑨Floor guide

Main unit

Release 
lever

CLICK

With gaps
The release 
lever does not 
return. 

Casing

❶

❷

OK

④Stopper plate

⑤Stopper plate fix screw

③Side cover

❶

❷

⑧Bumper Block

Open 
position

Closed 
position

Leading edge Trailing edge

2.

such that door stops at correct positions.

upper track, 
so that it is covered by the door when it is 
opened and closed.

15 19

Door
(Trailing 
edge)

⑨Floor guide
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than 

Turn clockwise = go up
Turn counterclockwise = Decrease

3mm

3mm

10

右

上
下

左

7

Vertical adjustment screw

右

上
下

左

Depth adjustment screw

±2

Adjustment range:±2 mm

Tighten

⑯Spanner
(included）

4. 5.

soft closer.
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SUGATSUNE KOGYO CO., LTD.
Tokyo, JAPAN
Phone: +81 3 3866 2260 
E-mail:export@sugatsune.co.jp
SUGATSUNE KOGYO (UK) LIMITED
Reading, UK
Phone: +44 1189 272 955 
E-mail:sales@sugatsune.co.uk

SUGATSUNE SHANGHAI CO., LTD.
Shanghai, CHINA
Phone: +86 21 3632 1858 
E-mail:lamp@sugatsune.com.cn
Guangzhou, CHINA
Phone: +86 20 6639 3554 
E-mail:lamp@sugatsune.com.cn

SUGATSUNE KOGYO INDIA 
PRIVATE LIMITED
Mumbai, INDIA
Phone: +91 9867299597 
E-mail:sales@sugatsune.in
Delhi, INDIA
Phone: +91 9867299597

+91 11 45093636 
E-mail:sales@sugatsune.in

SUGATSUNE AMERICA, INC.
California, USA
Phone: +1 310 329 6373 
E-mail:sales@sugatsune.com
Chicago, USA
Phone: +1 630 317 7072 
E-mail:sales@sugatsune.com

SUGATSUNE CANADA, INC.
Montreal, CANADA
Phone: +1 514 312 5267 
E-mail:support@sugatsune.ca

SUGATSUNE KOREA CO., LTD.
Incheon, KOREA
Phone: +82 32 220 0603 
E-mail:sales@sugatsune-korea.co.kr

2023.07　1589-1e

SUGATSUNE EUROPE GmbH
Dusseldorf, GERMANY
Phone: +49 211 53812 900 
E-mail:sales@sugatsune.eu

PERIODICAL INSPECTION ・Clean the inside of the track. 
・Check the upper and lower space of the door. If necessary, correct the space.

TROUBLESHOOTING
Trouble Checkpoint Solution

Check if door stops before door stopper.

Check if door is closed by excessive force.

operation

Heavy door operation

Check if door is warped. Use the door without warp.
Check if the upper rail is set horizontally.

6.
Fasten door stoppers at the positions where the door stops.

⑩Door stopper(floor)

Closed 
position

Open 
position

Trailing edgeLeading edge

･
･ . 

the illustration.
･

Be careful not to let the door fall. 

Release
lever

Spanner wrench
(included）


