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FD80-H  SLIDING DOOR SYSTEM Installation Manual

Part No.FD80DHCHP

WARNING: 

Caution: 

ProhibitedWarning
Caution Required

Meaning of symbols

ABOUT THE PRODUCT
●   

●   

SPECIFICATIONS

Door height

Door width

Min. Door thickness

Max. Door weight

Vertical adjustment

・  

installation 
・   ℃

FOR YOUR SAFETY AND CORRECT INSTALLATION
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Trigger 2272
18

604.5
DW－473

30

Margin DN Door overlap

Trailing edge of door

Trigger mount hole 5 dia.

Track pitch 300

Door width DW
Leading edge when the door is fully opened

Door handle 
(sold separately)

(On upper track, 4 holes)

5.5 hole

Trigger 1

18

64
41 59

80
160 5

5 
  ※

1

1605
80

40 34
22

Min. 34

28

-1 +4

(171)
165

R6

22
17

Leading edge
of door

15 17
1028

16

28

15

272

DN＋50

DW－473
Door end
when fully closed

Door end
when fully closed

(in track)

(in track)
Margin DN

Overlap
DN

Door width DW

Overlap

272

DW－473+DN
(See right table.)

DN＋50

272 18

Trigger 2

Trigger 1

Trigger 1
Trigger 2

Trigger 2

Trigger 1

DW－473+DN
(See right table.)

22mm

13mm

INSTALLATION DRAWING (EXAMPLE)

INSTALLATION DIMENSIONS FOR TRIGGER 2

 

DW

※1 
 

※2  

263

DW-482※
3

18

30

18

5 mm dia. Hole (2)
5 mm dia. Hole (2)

5.5 mm dia. Hole

Double Sliding※2

Single Sliding

⑪ ⑫ ⑬
Door stopper

① ② ③ ④ ⑤ ⑥ ⑦ ⑧

Upper roller

 

⑨ ⑩

×  ･･･････×

4×  ･･････

4×  ･･･････4× Φ ・・・

COMPONENT PARTS

1

INSTALLATION PROCEDURE

 

※3 － ＋

【1】

 CAUTION
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272

Door width
DW-473※4

③Trigger
③Trigger

Screw 
3×30（ 6 head) ）

Leading edge

Trailing edge

Upper roller hanger bolt

Door 
edge

80
41

Countersunk head
tapping screw
 4×16(not provided)

⑨Door guide track

oo

Correct set position

Trigger catcher

Correct set position

6

If the trigger position is wrong, pull back the trigger catcher 
to the correct position using 6 mm diameter hard bar.

Improper set position

OK
②Soft closer

(two-way)

①Upper Track

⑤Upper roller 

272

Leading edge

Trailing edge

❶

❷

Door (trailing edge)
32

⑧Floor guide S

①Upper track

Tapping screw
4×16(provided)

90°

3.Remove the jig.

Trigger Mounting hole

Jig
Trigger

1.Align trigger to jig.

90°
Mounting 
screws

2.Install trigger.

Out of 
straight

Out of 
straight

OK

OK

⑤Recessed roller 

②Soft closer(two-way)

Screw 5×40
（provided）

Trailing edge

Leading edge:
with two 5 holes
at 272 mm from the end.  

※4 － ＋

VIDEO
LINK

Hanging the Door and Adjustment2

【2】

【4】

【3】

【5】
  ❶ to ❷

【6】 【7】 Trigger
How to use the trigger mounting jig

【8】

【1】Hanging ( 【2】 )

 CAUTION

 CAUTION

 CAUTION

Support

⑧Floor guide S

Protruding
part 

80

⑤Upper roller

Hex bolt

⑩Spanner

⑥Hanging bracket

Screws 5×40

This 4.5 dia. hole is 
not for fastening

CAUTION

⑥Hanging bracket

Face 4.5 dia. Hole of 
hanging bracket ⑥
toward door edge.

Set it 5 mm 
from door edge. 

5
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■When Vertical Frame Is Not Used

■How to Remove Door

⑫Floor door stopper 
(Optional)

⑦End cap

SUGATSUNE KOGYO CO.,LTD　　
Tokyo, JAPAN
Phone: +81 (0)3 3866 2260　E-mail:export@sugatsune.co.jp
SUGATSUNE KOGYO (UK) LTD　　
Reading, UK
Phone: +44 118 9272 955   　E-mail:sales@sugatsune.co.uk
SUGATSUNE EUROPE GmbH　　
Dusseldorf, GERMANY
Phone: +49 211 53812900  　E-mail:sales@sugatsune.eu

SUGATSUNE SHANGHAI Co., LTD　　
Shanghai, CHINA
Phone: +86 21 3632 1858    　E-mail:lamp@sugatsune.com.cn
Guangzhou, CHINA　　
Phone: +86 20 6639 3552    　E-mail:lamp@sugatsune.com.cn

SUGATSUNE KOGYO INDIA PRIVATE LIMITED　　
Mumbai, INDIA
Phone: +91 22 28314490/91　E-mail:sales@sugatsune.in

SUGATSUNE AMERICA, INC　　
California, USA
Phone: +1 310 329 6373　E-mail:sales@sugatsune.com
Illinois, USA　　
Phone: +1 630 317 7072    E-mail:sales@sugatsune.com

SUGATSUNE CANADA, INC.　　
Phone: +1 514 312 5267    E-mail:support@sugatsune.ca
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TROUBLESHOOTING

【4】
【4】

operation

PERIODICAL INSPECTION ・
・

⑤Roller
⑥Hanging 

bracket

【3】
(1)
(2)

(3) “ ” 

(4)

【4】Adjusting the Door Position
(1)

(2)

【5】

6～
113Fixing screw

Vertical adjustment screw

⑩Spanner
13 mm

1 mm
4 mm

2

CAUTION

③Trigger 2 ③Trigger 2Leading edge Trailing edge

approx. 115 mm approx. 115 mm
Frame Frame

Fix bolt

⑩spanner
22ｍｍ


