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Thank you for using our product. Before installation, please read 
this manual thoroughly to ensure correct installation. 
Please keep this manual at hand for future reference.

ABOUT THE PRODUCT

●

●

● Glass thickness: 8 to 13.5 mm

● Load capacity: 700 N (71 kgf)/4 pcs

●

COMPONENT PARTS

INSTALLATION PROCEDURE

1 Mounting to flat bar
【1】

GPA-A1　INSTALLATION INSTRUCTIONS
POINT FIX

Depth 
adjustment

Horizontal 
adjustment

❷

DIMENSIONS

3 Adjusting Glass Position

4 Fixing of Glass

FOR YOUR SAFETY AND CORRECT INSTALLATION
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Tightening torque
12.5 N・m

Cap

Special tool
(sold separately)

Gasket B

Cap

Cap
Cap

Nut

❷
❶ Loosen the cap❶ Loosen the cap

※
lift the glass slightly.

Glass

Flat bar

Glass

Adjust horizontal 
position Turn the nut and move it forward 

with the glass to adjust it.

Caution : If not followed, injury or damage may result.

Use a tempered glass. Using shatter-proof film is recommended.

Warning 
Caution Required

Meaning of symbols

Shaft

Spring lock washer

Plain washer

Nut

Gasket B
(Chloroprene rubber)

Cap

Flat bar
(not provided)

Horizontal adjustment bushing

Gasket A
(Chloroprene rubber)

Nut

Flat bar

Glass
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Shaft

Spring lock washer

Plain washer

Nut

Flat bar

Special tool
(sold separately)

Nut

Tightening torque
68 N・m

Flat bar

Nut
Gasket A

Horizontal adjustment 
bushing

Flat bar

Flat bar

Glass

Post Flat bar

Glass

Post

Adjustment range:
 ±5 mm

Nut

Adjustment range:
 +4 mm
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