
HC-85SS　SLIDING DOOR LATCH
INSTALLATION MANUAL

Thank you for selecting our product. Before starting installation, please read this manual thoroughly 
to ensure correct installation. Please keep this manual at hand for future reference.

　　　

About the Product

Component Parts

For Your Safe Work and Correct Installation

・Stainless steel latch for sliding door.

・Easy latch operation - just raising/pushing down the knob, 
which helps handicapped persons.

Caution: If not followed, injury or damage may result.

Make sure to follow the designated dimensions, specifications, and 
horizontal/vertical angles. Make sure that the frame is not warped, since it may 
cause failure.
Make sure to check the screws for slack at regular intervals (one month from 
first usage, half a year, and then one time every year is recommended).

Warning
Caution

Required

Meaning of 
symbols

①Body, Indicator

１pc

②Counter plate Screws

③Raised countersunk head screw 
(for body) 3.8×20 ・・・ 2 pcs

　
④Countersunk head wood screw

(for counter plate) 3.5×20 ・・・ 3 pcs

１pc



　　　Dimensions

Installation
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【1】Mounting of 
counter plate

【3】 Operation check
Close the door and check the latch operation by repeatedly 
locking and unlocking.

【2】Mounting of body
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【Example 1】 【Example 2】
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Left-handed shown.
The body will be upside
down in case of righthanded
application

Mortise for counter 
plate is needed for 
this application.
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