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●Use:  Small covers for desktop sockets, small covers for machinery and equipment, etc.
●Range of use:  Lids of a size and weight less than the damper torque

●
●

HG-JHM9 DAMPER HINGE INSTALLATION INSTRUCTIONS 
read this manual thoroughly to ensure correct installation.
Please keep this manual at hand for future reference.

Order code Part No. No, of dampers
170-025-895

Side-mounted
2 0.054～ 0.086 N・m

170-025-896
170-037-326

１ 0.027～ 0.043 N・m
170-037-327
170-025-897

Rear-mounted
2 0.054～ 0.086 N・m

170-025-898
170-037-328

１ 0.027～ 0.043 N・m
170-037-329

SPECIFICATIONS

PRECAUTIONS FOR USE

herein.

※

ABOUT THE PRODUCT

Prohibited

Warning
Caution

Required
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4×  3.5 bore  
Counterbore 7.2  Depth 2

W1 = Cabinet inner width measurement – 6

4× 3.5 bore  
Counterbore 7.2  Depth 2

W2 = Cabinet inner width measurement – 3

Side-mounted type Rear-mounted Type

Component Parts
①

②
L/R 1 each

· Screws
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or Pan head tapping screw 3.1
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Rear View
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Position of Lid Mounting Holes (Seen from rear) Position of Lid Mounting Holes  (Seen from rear)
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Side-mounted Type Rear-mounted Type

1. Mounting of brackets ②

Be sure to install the left and right mounting plates correctly. 
(The plates are marked L and R)

2. Mounting of body and lid
Install in order of  ❶ to ❸

1. Mounting of brackets ②

Be sure to install the left and right mounting plates correctly. 
(The plates are marked L and R)

2. Mounting of body and lid
Install in order of  ❶ to ❸

M3 flat countersunk 
head tapping screw

M3 binding head 
tapping screw 
(x 2)

T=M× 9.8×L
T： Maximum lid torque (N·m)
M： Lid weight (kg)
Ｌ： Distance from rotation centre to lid centre of gravity (m)

L = D/2 - A
D： Lid length (m)
A： Length of lid back from rotation centre (m)

(Calculation example)
When D = 0.14 m, A = 0.018 m, M = 0.137 kg
T = 0.137 x 9.8(0.14/2‒0.018) = 0.071 （N·m）

(B = 1mm gap or more)

Approx. 105°

Stopper for lid 
when open

Stopper for lid 
when open

A - A section

• Make sure that the gap B when the lid is open is 1mm or more.
• Provide a stopper to hold the lid at the closed position.

When installing 
single damper,
be sure to 
assemble it to R 
bracket.

When installing 
single damper,
be sure to assemble 
it to R bracket.
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Mumbai, INDIA
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Phone: +1 310 329 6373　E-mail:sales@sugatsune.com
Chicago, USA　　
Phone: +1 312 461 1081    E-mail:chicagoshowroom@sugatsune.com.

SUGATSUNE CANADA, INC.　　
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INSTALLATION EXAMPLE

INSTALLATION

MAXIMUM LID TORQUE CALULATION


