
Thank you for using our product. Before installation, please read this manual thoroughly to ensure correct installation.
Please keep this manual at hand for future reference.

APPLICABLE LID AND DOOR APPLICATION EXAMPLES

Lid (external fitting)

Overlay Inset

Downward opening 
door

 (internal fitting)

HG-JHW DAMPER HINGE INSTALLTION MANUAL

Lid (inset) Lid (overlay)

ITEMS TO BE PREPARED

INSTALLATION

SPECIFICATIONS MAXIMUM LID TORQUE CALCLATION
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T = m ×9.8×L

T： 
m： 
D： 
A： 
L： Distance from rotation center to lid
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Do not use this product for applications outside of its specification.

When mounting the hinges to an inclined surface, contact us.

rotate the hinge.

FOR YOUR SAFE WORK AND CORRECT INSTALLATION

Caution  

ProhibitedWarning
Caution Required

Meaning of symbols
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SUGATSUNE KOGYO CO., LTD.
Tokyo, JAPAN

 

SUGATSUNE KOGYO (UK) LIMITED
Reading, UK

 

SUGATSUNE SHANGHAI CO., LTD.
Shanghai, CHINA

Guangzhou, CHINA

SUGATSUNE KOGYO INDIA 
PRIVATE LIMITED
Mumbai, INDIA

 

Delhi, INDIA

 

SUGATSUNE AMERICA, INC.
California, USA

 

Chicago, USA

SUGATSUNE CANADA, INC.
Montreal, CANADA

SUGATSUNE KOREA CO., LTD.
Incheon, KOREA

　

SUGATSUNE EUROPE GmbH
Dusseldorf, GERMANY
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