
●Allows monitors to rotate and hold in position.

●Replace the original mounting plate with this bracket.
●One-touch installation and removal.

ABOUT THE PRODUCT

COMPONENT PARTS

APPLICABLE PRODUCT

INSTALLATION PROCEDURE

APPLICABLE MONITOR

1 Installation 2 Assembling the Monitor 3 How to Remove

ITEMS TO BE PREPARED

Bracket

〇 Locked(no gap) ×Unlocked(with gap)

ROTATION BRACKET
KA-T100S50-PMT   Installation Manual

8 kg（12 - 23 inches）

Hole pattern 75 × 75 mm, 100 × 100 mm (VESA)

Make sure the monitor’s centre of gravity is not too far from the 
rotational centre. Monitor Mount   KA-T100S50

Monitor Arm   KA-T100S50-W/P
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Thank you for selecting our product. Before starting installation, please read 
this manual thoroughly to ensure correct installation.
Please keep this manual at hand for future reference.

Pan head screws
 M4×8：4 pcs

Caution
Make sure that the release lever is at the locked position. 
If not, the mounting plate may be disconnected when the
monitor is moved.

Release lever

If any gap left, 
push the release 
lever completely.

Max. Weight

Pan head screws M4×8
(not provided)

Caution
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