
Thank you for using our product. Before installation, please read this manual thoroughly to ensure correct installation.
Please keep this manual at hand for future reference.

XL-GC07D-CR  Glass Hinge — Installation Manual

ABOUT THE PRODUCT
●   Non-handed hinge for overlay glass cabinet.
●   With natural soft-catch function.
●   Hinges and locks (XL-GC01) with same design concept.

INSTALLATION DRAWING COMPONENT PARTS 

GLASS CUTTING

Max. Door size W500 × H1000
Max. Door weight 7.5 kgf (73.5N)

Glass thickness 5、6 mm

SPECIFICATIONS

Overlay for top/bottom 
panel should be 12 mm 
or more.
Overlay for side panel 
should be 10 mm or 
more.

Hinge body

Gasket
Tube

Gasket
Back plate

Tapping screw 
4.5×20

Countersunk head 
screw M6×12
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Right Opening Shown. A left opening door is the mirror 
opposite.
※ 1 Please consult a glass supplier.

FOR YOUR SAFETY AND CORRECT INSTALLATION

Caution If not followed, injury or damage may result.

use the product safely.

ProhibitedWarning
Caution Required

Meaning of symbols
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Double swinging door lock
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Soft catch

Main body

Tube

 Gasket

Countersunk head 
screw M6×12

Back plate
Tapping screw
4.5×20

INSTALLATION

1 Preparation before installation

3 Hanging the Door 

2 Mounting of Main Body

4 Operation check

5 Bumper installation (Only when using the double swinging door lock XL-GC01）

Top and Bottom Panel

5 、
6

12

Bumper

Paste the bumpers correspond to the glass thickness onto the part on top/bottom 
panel where the door contacs. 

Glass thickness Clear bumper (thickness)
5 mm BS-6 (6.2 mm)
6 mm BS-2 (5 mm)

Disassemble the product into the body, back plate, gasket 
and tube.

The tightening torque for countersunk head screws is 2 N·m

Mount the main body onto the side 
panel with the screw.

Make sure the door closes by itself completely.
※

with the actual product.
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