
Strike 1 pc.

Countersunk bolt with cross recess 3.5 × 22 2 pcs.

Spacer for t8: 2 pcs.

Square core (L = 68 mm) 1 pc.

Countersunk screw 
3.5 × 22

Strike

Latch hook 
adjustment

Adjustment range is 
+0.8 to -2 mm.

7
+0.8 -2

Strike adjustment 
screw

Remove the circular 
washer and base plate.

Insert a regular screwdriver into 
the notch hole in the circular 
washer to remove it.

Replace the square 
core.Lever handle

Circular washer

Base plate

Square core set screw

40

Mount the case latch.

Slide the convex part of the 
cover into the notch on the the 
casing. 
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Back plate t3.2 or more
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Left-hand outswing opening Right-hand outswing opening

Right-hand inswing openingLeft-hand inswing opening

Outswing

Inswing

Outswing

Inswing

Hinge suspension

Hinge suspension

Use a glass that will not crack, or glass that is safe even if it cracks for the warning glass.

Warning
Caution

The ZL-1601 has a left-handed and right-handed 
direction for installation.
Be careful of the direction when mounting.
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Make sure handle and latch 
are not loose and operate 
smoothly.

Firmly push the lever handle into the base plate.

Snap the handle onto the base plate.

Thank you for purchasing our product.
Carefully read this manual to use our product safely. Correctly mount and use the product after carefully reading this information.

Warning
If you ignore these symbols or you do not observe the following precautions, you can be 
seriously injured by broken glass or the like. 

Caution
If you ignore the precautions in this manual, there is a risk of injury or damage to your 
property.
• Do not use this product for any purpose other than what it is intended for, or attempt to 

disassemble or to modify it. Do not use this product for any door that is outside of the 
specifications described in this manual.

• Follow the instructions to mount the product correctly. If mounted with dimensions 
other than those that are specified, the product will not perform as intended and there 
is a risk of injury if it becomes damaged. 

Components Included with Case Latch
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Opening Direction

Door Fitting Specification Diagram

Please use a door stopper to keep the door in place.
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Case Latch and Strike Notch Hole Machining Diagram

Applicable glass plate thickness: t8, t10

Side hole in square 
core faces downward

Use when glass plate thickness is t = 8 mm.
Unnecessary when glass plate thickness is t = 10 mm.

Plate

Hexagon hole 
button bolt M6 × 8

4

2.5

3
  Loosen
  Tighten

Replace with accessory 
square core (L = 68)

Casing

Hexagon hole countersunk bolt M4 × 10
Base plate

Spacer for t8

Spacer for t8
Latch body 
plate casing

Remove and disassemble
Mount

Mount the lever handle

From both sides, press the 
base of the lever handles into 
the case latch. 
Tighten until screw no longer 
rotates.

3

Lever handle

Lever handle

2

Mount the cover.

Hexagon hole countersunk bolt M3 × 6

Cover 

Mount the strike.

Installation manual ZL-1601 Stainless Steel LEVER HANDLE/HINGE FOR GLASS DOOR
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Set in glass plate


